LGA QualiTest GmbH
Mobelpriifinstitut LGAIG'

Test report
Nr. Q MBL N 937 157111

Reported to: TED Invest Lid
95, Landos Str.
4000 Plovdiv
Bulgaria
Object: Mattress “Favourite SR/ Matterra”

(1 sample supplied by the client)

Order: Durability test and evaluation of the
resilience characteristics according to
LGA-Guidelines and DIN EN 1957: 08.2000

Findings

The mattress “Favourite SR/ Matterra” has been tested in a durability test rig with a roller
load of 1400 N in two test stages with a total of 30 000 cycles. In the centre of the area
three measurements of the characteristic curves of resilience have been taken as follows:

a) after 200 strokes
b) after 30 000 strokes
c) after 60 000 strokes

The characteristic curves of resilience allow an assessment of the resilience and durability
characteristics as well as the subjective hardness rating and the hysteresis.

Characteristics before the test

Hardness index: 6,1
Hysteresis: 21,1 %
Height of the system: 190 mm

Characteristics after the test

Change in height after the test: 3,5 mm
Change in hardness after 30 000 strokes: 6 %
Change in hardness after the test: 7%
Resilience loss factor after the test: 0,6

(deviating from DIN EN 1957)

The test report consisis of 13 pages. Except when otherwise approved / licensed by LGA this test report may only be published
and used in unabt wrt contains the result of one single examination of the
individual test sar aluation of the qualitics of all praducls from setial
production. Should the
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Q MBL N 937 157111

The data are determined based on the LGA-rating system limited to a maximum
of 100 points.

The requirement for an increased quality level is 80 points *).

*) Note:

The minimum value for performance is 50 points. More than 70 points specific a good quality.
At this the area under test has to be free of any damages / changes related to textile fabric and
interior of mattress.

The reached total number of points for the 4 characteristic data is 100 points.

Change in height after test: 25 points
Change in hardness after 30 000 strokes: 25 points
Change in hardness after test: 25 points
Resilience loss factor after test: 25 points

The results of the test refer solely to the tested sample.

The following pages contain further information about test parameters and geometry of the
roller, measurement conditions and design of the loading pad, modalities of assessment and
rating system.

Nuremberg, 31.08.2007, modified 25.09.2007
QMBLN hy/bu/pa/se/eb

LGA - QualiTest GmbH
Furniture Testing Institute

A / T 12—

Dipl.-Ing. (FH) R. Heym A. Paul
Head of Competence Centre Specialist
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Test Results

Object

Article: Mattress

Article denomination: Favourite SR/ Matterra
Number of samples: 1

Date of delivery note: o

Delivered: 16.08.2007

Delivered by: client

Reg.-No.: 694

Scope of tests

General examination

Durability test in two stages according to LGA-Guidelines 33003 and
DIN EN 1957: 08.2000

- Stage 1: 30 000 strokes with 15 000 cycles
- Stage 2: 30 000 strokes with 15 000 cycles

Evaluation of resilience characteristic curve

-after 200 strokes= 100 cycles
- after 30 000 strokes = 15 000 cycles
- after 60 000 strokes = 30 000 cycles

Assessment of the Force-Displacement-Plot according to LGA-Guidelines 33003 and the
actual state of art of the European Standardization. Determination according to the LGA-
rating system limited to a maximum of 100 points.

Applicability of test results
The test results refer solely to the samples tested. The digital photos - if any - serve only
for additional explanation and do not constitute any part of the test report.

Tolerances

Unless otherwise stated dimensions are measured to an accuracy according to DIN 7168-g
for old design and DIN ISO 2768, Part 1 "c¢" for new design. For all other physical values
the measurement uncertainty < 5 %. The tests were carried out under standard indoor con-
ditions unless otherwise stated.
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Length:
Width:
Height:

Weight:
Density

Design

Core:

Cover:

Drill:
Handles:

Dimensions

Q MBL N 937 1571/

General examination

1965 mm
905 mm
190 mm

15,1 kg
44,7 kg/m?

Pocket spring unit (assembled with upper and lower layer), spun bond material
Dimensions: (mm) 1840 x 780 x 125, 13 x30 Coils, spring wire @ = 1,7 mm,
current foam frame, 60 x 120 mm

foam, 20 mm thick, assembled with pocket spring unit

Fine padding: Winter side: 100 % pure wool + polyester. Summer side: 100 % pure cotton

+ polyester (manufacturer details)
blended fabric

none existing

View of the core

View of the pocket springs
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Durability Test - Roller Test

Test Rig

The durability test is carried out by means of an electromotive driven roller test device.

A specified roller made of lacquered hard wood rolls over the mattress that is placed on a
levelled, rigid, flat base and fixed to prevent slipping.

Rotation symmetric roller

- Length 1000 mm

- Length of the medium section 400 mm, @ 300 mm
- Spherical ends reduced to @ 250 mm

- Outer edges with radius: 20 mm

- Roller load 1400 N

Test parameters

Length of stroke: 500 mm
Cycle: 1 cycle consists of one forward and one backward
stroke in sinusoidal motion

Rolling strain: symmetric over the width of the mattress
Stage 1 for 30 000 strokes = 15 000 cycles
Stage 2 for 30 000 strokes = 15 000 cycles

Total test for 60 000 strokes = 30 000 cycles
Roller drive: horizontal directed force
Test rate: 16 + 2 cycles per minute
Condition in the

test bay: Standard climate, 23/50-2, DIN 50 014

Visual examination

The mattress has been checked before, during and after the durability test. A necessary
interior check is carried out after test and evaluation.
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Determination of resilience characteristics (Force-Displacement-Plot)
Measuring set-up and conditions

A loading pad as specified applies and removes a load to the mattress at the area of its
centre of gravity with linear speed.

The load is measured by means of a piezoelectric load cell at the loading pad, the actual
compression by means of an inductive displacement sensor.

The fourth characteristic curve after 3 loads applications of 1000 N and removal of the
load will be recorded.

Measurement uncertainty: =1 %
Design of the loading pad:

Spherical pad, diameter 355 mm
Curvature radius 800 mm (surface 1000 cm?)

Travel speed: 90 mm/min

The resilience characteristic curves as Force-Displacement-Plots with the axes compres-
sion force and depth of impression are taken

a) after 200 strokes= 100 cycles
b) after 30 000 strokes = 15 000 cycles
c) after 60 000 strokes = 30 000 cycles

with a recuperation time of at least 5 hours each.

Assessment of the Force-Displacement-Plot

Change in height and change in hardness as well as resilience loss are dimensions of
durability as measurable functional characteristics.

Change in height

The change in height is determined after testing under a load of 50 N applied by the
loading pad.

The change in height in mm indicates how intensive the mattress will visibly deform under
frequent use.
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Hardness rating and change in hardness rating |

The hardness rating is calculated as mean inclination of the Force-Displacement-Plot at a
load of 210 N, 275 N and 340 N.

. s el Y

H N/ mm?

Cy Inclination at a load of 210 N
C, Inclination at a load of 275 N
C; Inclination at a load of 340 N

The change in hardness rating in percent is calculated from the relations between the
hardness rating after test stage 1 and 2 to the hardness rate before the test.

Resilience loss factor (deviating to DIN EN 1957)
It is calculated from the quotient of the areas between curve a) and c) and the rectangle that

is formed by the perpendiculars from the end point of curve c¢) and the coordinate axes
multiplied by the factor 100.

Also the resilience loss factor indicates how the resilience and elasticity of the mattress
change during the test. It shows especially how the characteristic curve deviates in the
curvature after test from the one before testing.
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Determination of subjective hardness rating Hg

The rating of the subjective hardness is determined by means of hardness value H, that is
based on results of empiric studies and indicates the subjective valuation by the user.
The subjective hardness rating Hs is a figure on a scale from 1 to 10 that indicates the
hardness of the resilience.

Hg =1 is a hard resilience, Hg = 10 is a soft resilience
Hg is determined according to the following function:

H, =10(1-e"*=}

K is calculated with the following equation from the Force-Displacement- Plot

K==
H

Where:
A = Area under the curve from 0 to 450 N from the Force-Displacement-Plot
H = Hardness rating

a=592x 104
b=0,148

Determination of the hysteresis

The per cent hysteresis is calculated from the quotient of the area enclosed by the load and
reload curves and the area below the load curve (up to max. depth of indentation at
1000 N) multiplied by a factor of 100.

The hysteresis value is a measure of the ratio of applied force and withdrawn force and
characterizes how freely the user can move on the mattress (change in sleeping position).

Results of measurement and assessment

The following pages contain the Force-Displacement-Plot, results of measurement and
assessment as well as rating points according to LGA-rating system.
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LGA Rating System
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Results of the visual examination

The area under test did not show any damages / changes related to textile fabric and interior of
matiress.

Results and evaluation according to DIN EN 1957

Data Start 15 000 cycles 30 000 cycles
Hardness Hg 6,1 0,46 6,57
Change in hardness / 6 % 7 %
Change in height / 2,9 mm 3,5 mm

Assessment of firmness rating (proposal)*

« firm medium soft —»

* proposal

The assessment of firmness rating is not part of DIN EN 1957. The proposal is based on empiric data of LGA
and is not mandatory.
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+ passed
Test requirements / specification Result p f;;fd

Further examination
Mechanical properties of the cover complied with requirement
Requirement:
No damage of the cover caused by the durability test +
(e.g.: cracked textiles or joints)
Density of the handles 4.
Requirement:
Handle- strength =1, 5 x the weight of the mattress
Handling
Special features concerning the handling: by 2 x 2 handles, the

mattress can be turned over i+
washable cover cover not removable
Handles none existing
Declaration
Requirement:
Denomination by manufacturer or trade name, TED Mattresses +
product declaration Favourite SR +
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+ passed
Test requirements / specification Result y m‘:d
Product information
LGA- commendation:
The customer should be informed beside
about the following facts: no information
E.g. to advance the durability by periodic turning over
of the mattress.
Laundry symbols* Label nonexistent £
60° coloured wash
do not iron
do not bleach
dry cleaning
do not tumbler dry
Aeration no information

Customers should be informed about mould or stains
caused by inadequate aeration and climatic
conditions.

*Note: The cover may not shrink during the cleaning process.
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